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Knürr® Console Pods
Configured to meet 
individual demands

Robust and easy to clean surfaces

Front panel dimensions: Height 
305mm Width 120mm and 
customized

Individual Width    

Brush-strip for 
cable entry

Easy to exchange 
modules with 
clamping strip 
closures

Separator bars sup-
port front panels

MISCELLANEOUS ACCESSORIES



305

	y Console pod for modular front panels

	y 	Front panel modules from aluminum for 
installation of emergency switches, 	
lamps, key-switches, display devices, tele-	
com devices. microphones etc. Console 
pods are freely positionable on work 
surface and will be screw-fixed. Clamping 
rail system for front panels. Front panel 
height 305mm. Rear with brush strip for 
cable entry.

	y Console pod for 19” front panels

	y 	Console pod with inclined top, screw-fit to 
work surface. Front panels fixed in 19” insert 
frame. Front panel height 3,5,6 or 8 HU 
(please order front panel separately). Rear 
with brush strip for cable entry. 

	y Material/Finish

	y 	Corpus: Three-layer particle board version 	
FP/Y E1, fire-protection class B2, directly 		
coated in worktop design
	y 	Modular front panel, 19” frame insert: 

Aluminum, powder-coated.

	y Upon request

	y 	Front panel milled
	y 	Additional finishes

 

Knürr® Console Pods

Tilt adjustment for built-in monitors Tailor-made display integration

Console pod for modular front panels ACC20036

Console pod for modular front panels ACC20037

Console pod for 19” front panels ACC20038

ACC20041

ACC20039 ACC20040




